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1.Identification of product

*Product name : Dell 1250 Yellow Toner
*Application of the product / the preparation Toner
*Manufacturer / Supplier
  United Color Tech Inc Tel: +714 731 6666
  2630 Walnut Ave.,Suite F.Tustin CA 92780 USAFax:+714 672 0530
*Emergency telephone
Tel: +714-731 6666 x 24

2.Hazards Identification

*Hazard designation
   Eye contact :Irritation may occur by mechanical abrasion.
   Skin contact:Minimal sikn irritation may occur
   Inhalation:Slight irritation of respiratory tract may occur with exposure to large amount of toner dust.
   Ingestion    :Ingestion is an unlikely route of entry under normal condition of use.

3.Composition/Information on Ingredients
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* Additional information. For the wording of the listed risk phrases refer to section 14
* 1:This polymer is regarded as registered because it's monomers and dimer(≧2%)are listed in EINECS
 and NLP.

4.First aid measures
* General information
     Remove contaminated clothing
* After inhalation
     Supply fresh air ; consult doctor in case of symptoms
* After skin contact
     Wash with soap and water
     If skin irritation continue, consult a doctor
* After eye contact
     Rinse opened eye for several minutes under running water. If symptoms persist, consult doctor.
* After swallowing
     Rinse out mouth and then drink plenty of water
     In case of persistent symptoms consult doctor

5.Fire-fighting measures
*Suitable extinguishing media
    Carbon dioxide,Water splay/fog,Foam,Dry chemical
*Extinguishing media which shall not be used
    None known.But Water with a full jet is unsuitable extinguishing agent for safety reasons.
* Special hazards caused by the material, its products of combustion or flue gases :
    Toner,like most organic powders, is capable of creating a dust explosion when particles are dispersed.
    (Products of combustion)

Metal oxides
    (flue gases)

403-360-0 /
42405-40-3

Material Safety Data Sheet

-

Production Part#20191 Dell 1250 Yellow Toner

Component/Substance CAS No.

Classification
Conc.

(%)Classification according to Directive
67/548/EEC

Classification according to
Regulation (EC) No. 1272/2008

[CLP]

Xi;R41 Xi;R38 N;R50/53

Shki Irrit.2,H315
Eye Dam. 1,H318

Aquatic Acute 1,H400
Aquatic Chronic 1 ,H410

Poly ester

Colorant 

-
228-768-4 /
6358-31-2

Confidential

-

Charge control agent

-

Releasing agent Confidential - -
Additives Confidential - -



Carbon monoxide and Carbon dioxide
*Protective equipment
    Wear self-contained breathing apparatus.

6.Accidental release measures
* Person-related safety precautions :
    Ensure adequate ventilation.
    Avoid causing dust
    Avoid breathing dust
    Avoid skin and eye contact
* Measures for environmental protection :
    Do not allow product to reach sewage system or water bodies
    Inform respective authorities in case product reaches water or sewage system.
*Measure for cleaning/collecting :
    Ensure adequate ventilation.
    Collect mechanically.
    Dispose of the material collected according to regulations.

7.Handling and storage
*Handling
    Keep out of reach of children.
    Avoid dust formation.Handle in adequately ventilated area.
    Do not breathe dust. Do not get in eyes or on skin.
    Keep away from excessive heat and source of ignition such as spark and open flames.
    Ensure all the equipment is electrically earthed/grounded before beginning operation.
*storage
    Keep out of reach of children.
    Store in sealed containers in cool, dry conditions.
    Keep away from excessive heat and source of ignition such as spark and open flames.
    Do not store with strong oxidizers.

8.Exposure controls and personal protection
*Exposure limit values
    Products as particulate not otherwise classified

ACGIH TLV(TWA):10mg/m3(Inhalable particulate), 3mg/m3(Respirable particulate)
*General protective and hygienic measures
    Keep away from foodstuffs,beverages and food.
    Do not breath dust.
    Use breathing protection in case of dust formation.
    If all workplace limits are observed and good ventilation is ensured, no special precautions necessary.
    Avoid close or long term contact with skin.
    Gloves are recommended.
    Avoid contact with the eyes.
    Protective goggles or safety glasses are recommend.

9.Physical and chemical properties
*General information
    Form Powder
    Color Yellow
    Smell Odorless
    pH Not applicable
    Boiling point Not applicable
    Softening point confidential
    Frash point Not applicable
    Inflammability Not applicable
    Spontaneous combustibilityNot applicable
    Explosive propertiesNo data available
    Oxidizing propertiesNo data available
    Vapor pressure Not applicable
    Solubility Soluble in toluene and tetrahydrofuran
    Water solubility Negligible

10.Stability and reactivity
  This material is stable under normal conditions of use and storage.



  No hazardous polymerization will occur.
  No significant reaction will occur with air or water at room temperature.
*Condition to avoid
    Excessive heat
    Dust formation
*Materials to avoid
    Strong oxidizers, which could vigorously oxidize organic materials in this substance and cause a fire 
    in an extreme case.
*Hazardous decomposition products
    Carbon monoxide and dioxide and metal oxides when combusted. 

11.Toxicological information

*Acute toxicity
    Oral:LD50＞2,500mg/kg  not harmful.(a similar product)
*Eye irritation
    Dust particles may mechanically irritate the eye.
*Skin irritation
    Dust particles may mechanically irritate the skin.
*Sensitization
    No sensitizing effect known.
*Mutagenicity
    Ames test is negative
*Carcinogenicity
    Amorphous silica is classified by IARC as a Group 3 carcinogen

12.Ecological information
This product is nontoxic but organic metal complex, which is component of this product, is toxic.
＜Organic Metal Complex ＞
*Toxic to aquatic organisms.  
*Ecotoxicity
    Biodegradability : Not readily biodegradable  (15% after 28days )
    Bioaccumulation: No information is available.
    Fish toxicity : LC50(96hr): 5.5mg/l(Rainbow trout) , 4.39mg/l (Red Killifish)
    Acute toxicity to Daphnia Magna : EC50(24hr) : 9mg/l (NOEL: 1.6mg/l)
                                                    EC50(48hr) : 0.73mg/l (NOEL: 0.5mg/l)
    Inhibitory effect assessment of activated sewage sludge
                                                    EC50(30min) : 2,000mg/l, EC50(30hr) : 1,800mg/l
*Classification
    F  ;R11
    Xn:R22
    N  ;R50-53 * Data from vendor MSDS

13.Disposal considerations
This products may be landfilled or incinerated in compliance with all EU/national/regional/local provisions.
Disposal must be made according to official regulations.
Do not allow product to reach sewage system

14.Transport information

15.Regulatory information

*TSCA:All ingredients are listed on the TSCA Inventory.

16.Other information

These data are based on our present knowledge. However, they shall not constitute a guarantee 
for any specific product features and shall not established a legally valid contractual relationship.

None
Risk phrase None None None
Label(Symbol) None None
UN Number None None None
Hazard Class

Land transport Maritime transport
None None None

Air transport


